
EKAC230BR1SR EKAC460BR1SR EKAC690BR1SR EKAC920BR1SR EKAC1150BR1SR EKAC1380BR1SR

Master unit EKAC230BR1SRM EKAC230BR1SRM EKAC230BR1SRM EKAC230BR1SRM EKAC230BR1SRM EKAC230BR1SRM

slave unit – EKAC230BR1SRS 2EKAC230BR1SRS 3EKAC230BR1SRS 4EKAC230BR1SRS 5EKAC230BR1SRS

Nominal cooling capacity kW 68 136 204 272 340 408

Nominal heating capacity kW 74 148 222 296 370 444

Nominal cooling input power kW 20.5 41 61.5 82 102.5 123

Nominal heating input power kW 21 42 63 84 105 126

Circular water flow m3/h 14.1 28.2 42.3 56.4 70.5 84.6

Nominal heating capacity kW 82 164 246 328 410 492

Nominal cooling capacity kW 64.5 129 193.5 258 322.5 387

Nominal heat ecovery capacity kW 84 168 252 336 420 504

Nominal input power kW 19.5 39 58.5 78 97.5 117

Water flow rate for hot water m3/h 14.1 28.2 42.3 56.4 70.5 84.6

Water flow rate for cooling capacity m3/h 11.7 23.4 35.1 46.8 58.5 70.2

Air conditioning side

Hot water side

Type

Lubricant

Qty. Set 2 4 6 8 10 12

Type

Qty. Set 2 4 6 8 10 12

Air conditioning side kPa 45 45 45 45 45 45

Hot water side kPa 75 75 75 75 75 75

Air conditioning side inch ≤2 ≤3 ≤3 ≤4 ≤4 ≤5

Hot water side inch ≤2 1/2 ≤3 ≤4 ≤4 ≤5 ≤5

L x H

Width 880 2125 3370 4615 5860 7105

Section area of live line mm2 ≤10 ≤35 ≤70 ≤95 ≤120 ≤150

Qty. of live lines

Section area of null line mm2

Qty. of null lines 

Section area of grounding  line mm2 ≤10 ≤16 ≤35 ≤50 ≤60 ≤75

Qty. of grounding lines 

Net weight kg 600 1200 1800 2400 3000 3600

Operating weight kg 620 1240 1860 2480 3100 3720

Cooling + Heat
recovery mode

Unit Combination

Model

Water flow rate for nominal
cooling capacity

Water flow rate for nominal
heating capacity

Air conditioning
mode

m3/h

m3/h

Total power of nominal heating 
capacity

Hot water mode

kW

Unit weight

Power supply

Flow control

Refrigerant

Heat exchanger
type

Compressor

Fan

Water resistance

Minimum diameter
for water pipes

Dimensions

Power Cable
specification

mm

R410A

38.1 50.8 63.5 76.2

11.7

12.7

20.5

380V/3N~/50Hz

Electronic expansion valve

3

≤4

1

1

23.4 35.1 46.8 58.5 70.2

25.4

braze-welded panel-type heat exchanger

High-efficiency bucket heat exchanger

Fully hermetic volute compressor

POE

High-efficiency low-noise axial fan

2012 x 1840

41 61.5 82 102.5 123


